
Model 8500C
Loader

NOT JUST ANOTHER LOADER

The most powerful compact wheel loader available

Automatic load sensing system provides maximum wheel torque

Tractor and most attachments are made by Waldon for a totally integrated  
tractor/attachment unit

The heavy-duty, articulating, 4-wheel drive Waldon 8500C Unitractor has an SAE operating 
capacity of 4040 lbs. This unit was designed for heavy construction, mining, material handling 

applications with abusive environments. This loader is designed and manufactured in the  
U.S. by the original compact articulating loader manufacturer.

SPECIFICATIONS

MATERIAL WEIGHTS
  Density Range (Loose)
 Material lbs./yd.3 kg/m3

Dense Hematite, Iron Borings,
 Iron Ore, Lead Ore,
 Magnetite, Pyrite 4200 & Up 2492 & Up

 Basalt, Concrete,
 Copper Ore, Taconite,
 Wet Sand and Gravel 3100 - 4200 1839 - 2492

Common Range Clay, Granite, Gypsum,
of Materials Limestone, Sand & Gravel 2600 - 3100 1542 - 1839

 Asphalt, Caliche, 
 Crushed Stone,  
 Sandstone, Shale, Slag 2200 - 2600 1305 - 1542

Light Cinders, Coal, Dry Clay,
 Garbage, Lime, Salt,
 Top Soil, Wet Peat 1000 - 2200 593 - 1305

 Aluminum Chips, Coke,
 Coke, Dry Peat, Snow, 
 Wood Chips Under 1000 Under 593

Note: All specifications are in accordance with SAE standards or recommended practices, 
where applicable. Under our policy of improvement, Waldon reserves the right to modify 
specifications at any time without prior notice or obligation. Units shown may include  
non-standard equipment.

STANDARD EQUIPMENT

 

 
Mounting Pins and Hoses

3 Bucket

OPTIONAL EQUIPMENT

Take a look at the most powerful compact wheel loader available, the WALDON 8500C.  
Built to perform in the harshest environments, withstand demanding multiple shifts, 
maneuver through rough terrain or tight aisles with ease, the 8500C combines maximum 
productivity and cost-efficient operation. See what sets this loader above the rest.

 Articulation/Oscillation
  – Superior maneuverability in tight quarters, over rough terrain
 4 Wheel Hydrostatic Drive Train
  – Provides maximum traction in adverse conditions
 Automatic Load Sensing System
  – Improves engine efficiency; smoother, easier operation

  – Added durability, long life assurance
 Planetary Axles
  – Provides maximum wheel torque
 Sealed Wet Disc Brakes
  – Protection from harsh environmental conditions
 Brake Inching Pedal
  – Provides control of ground speed regardless of engine rpm
 Easy-Access Serviceability
  – All components easily accessible
 Cost-Efficient Operation

 Operator Comfort
  – Convenient placement of controls increases  

operator performance
 

TYPICAL 8500C APPLICATIONS

General Construction
Metal Products Refining

Glass Manufacturing
Nursery Products

Recycling
Scrap Handling

Concrete
Paper Products

Steel Pipe
Carbon

Meat & Poultry Products
Aluminum

Loader



ENGINE
Make & Model ..................................................................... Cummins QSB4.5
Displacement ................................................................
Number of Cylinders ..................................................................................... 4
Type of Engine ...........................................................................Turbocharged

 ........................................................................................................Diesel
Cooling System ......................................................................................Liquid
Net Horsepower @ 2500 RPM ................................................
Gross Operating Weight to Horsepower Ratio ........................... 131 lbs./1 HP

Note: The net power is rated at SAE standard ambient temperature and 

Air Cleaner .......................................... Two element dry type with pre-cleaner
Electrical System .........................

 

Governor Type ...................................................

HYDRAULIC SYSTEM
Lift Cylinders, Bore & Strokes .................
Bucket Cylinder, Bore & Stroke ..................
Pump Description ............................................................................Gear type
Steering, Boom, Bucket Pump Capacity ...

 ...............................................
 ..............................................Standard - 3 spool sectional valve

Auxiliary Hydraulics ...Standard 3rd valve for additional unitractor attachments
  Power beyond available

 .............................................................................10 micron spin-on
 ..................................

Hydraulic Cycle Time @ 2500 RPM, Standard Bucket:
 Raise ........................................................................................
 Bucket Dump ...........................................................................2.0 seconds
 Bucket Rollback .......................................................................2.3 seconds
 Lower.......................................................................................6.5 seconds
 Total Cycle .............................................................................

AXLES & HUBS
Type ...............................
  Sealed brakes
  Rear - differential, planetary outboard hubs
Description ........................... Ring gear and pinion with planetary hub
Static Load Rating ..............................................................

 ..........................................................................

TRANSMISSION
Type .............. Hydrostatic 4-wheel drive, low and high transfer case -
  forward & reverse control
Control .....................................................
  Hand control forward and reverse
  Mechanical low and high range lever
Description .......................

  Piston type motor - variable displacement 
  Transmission - two speed gear box,
  high or low speed
  ALS Control - similar to torque converter
Travel Speeds @ 2500 RPM with 15 x 19.5 tires

 ................
 .............

STEERING
Type .................................................................................. Articulation
Description ............................................. Center pivot articulating with

 ........................................................
Minimum Turning Radius, Inside ............................
Steering Cylinders, Bore & Stroke ..

Type ......................................................................Internal sealed disc
Description ...............

 

Dynamic Braking ................................... Hydrostatic drivetrain system

SERVICE CAPACITIES
Radiator .............................................................

 ............................................................
Hydraulic System
 Reservoir Only ...............................................
 Complete System ...........................................

 .............................
 ..................................................

                  Rear ...................................................
 .............................................

Transmission.............................................................

SPECIFICATIONSATTACHMENTS

A Perfect Team… Waldon offers a full line of loader and lift truck attachments for your material 
handling needs. Manufactured with a commitment to quality, durability, and efficiency, the 

Buckets…
Light material, heavy material, foundry, mining,  

Clamps…
Bale, carton, drum, fork,  

roll, rotating, multi-purpose,  
dumper upender, side shifting

Drum Handlers…
Hydraulic, mechanical, rotating,  
side shifting, dumping

And More…

telescopic boom, pallet forks,  
box dumper

The Waldon Unicoupler System…
Allows the operator to change most attachments in seconds 
without leaving the operator’s compartment. Designed for increased productivity and efficiency 
in multiple applications, the Waldon loader with Unicoupler offers versatility and performance 

It’s as easy as 1 . . 2 . . 3 !

  Standard Bucket Light Material Heavy Material

 SAE Rating Heaped 1.5 yd.3 3 3 3 3 3

E 

L Overall Length, Bucket on Ground
M Overall Length @ SAE Carry Height

S Digging Depth 4 in. 4 in. 4 in.

 Max. Gradeability, Low Gear 50% 50% 50%

material being handled. Contact your Waldon distributor for details.


